CORNERSTONE 100
>>>GEOGRID REINFORCED

SECURELUG™ CONNECTION ‘
WITH GEOSYNTHETIC -
REINFORCEMENT

SECURE CAP WITH
CONCRETE ADHESIVE

CLEAR CRUSHED DRAIN SOIL SEPARATING
ROCK IN_UNITS AND FILTER FABRIC PLANTING SOIL

BEHIND WALL
\\\\
\

PERFORATED DRAIN PIPE
SURROUNDED
BY CLEAR CRUSHED
DRAIN ROCK TN\

WRAPPED WITH \
FILTER FABRIC — _ RETAINED SOIL

N

DRAIN PIPE OUTLET —

EXCAVATION CUT LINE

COMPACTED /
IMPERVIOUS MATERIALS ]
AT TOE OF WALL nany COMPACTED BACKFILL

PLANTING SOIL GEOSYNTHETIC REINFORCEMENT

1 \

COMPACTED GRAVEL LEVELING PAD COMPACTED IMPERVIOUS
MATERIALS
FOUNDATION SOIL

of the details in this document are the sole responsibility of the user.

These preliminary details are intended solely to act as an aid when designing a wall. This drawing should not be used for final design or construction. Each
‘ site—specific wall should be certified and signed by a registered geotechnical engineer in the State or Province that it is being built. The accuracy and use
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